


ZA45J
ZA45J

Work Height

Platform Height

Horizontal Outreach

Up and Over Height

A - Stowed Length

B - Stowed Width

C - Stowed Height

D - Platform Length

E - Platform Width

Jib Length 

F - Wheelbase

G - Ground Clearance

51ft 10in (15.80m)

45ft 3in (13.80m)

27ft 3in (8.30m)

24ft 9in (7.55m)

21ft 7in (6.57m)

7ft 7in (2.30m)

7ft 5in (2.27m)

6ft (1.83m)

2ft 6in (0.76m)

4ft 1in (1.24m)

7ft 9in (2.36m)

1ft 5in (0.42m)

Platform Capacity

Drive Speed

Gradeability

Axles Oscillation

Turning Radius (Inside)

Turning Radius (Outside)

Swing

Platform Rotation

H-Tail Swing
Max. Wind Speed

Fuel Tank Capacity
Auxiliary Power
Control Voltage
Hydraulic System Capacity
Hydraulic Tank Capacity
Drive

17.2 us gal (65L)
12V
12V

39.6 us gal (150L)
20.1 us gal (76L)

4WD

Kubota V2403 36kW/2600rpmDiesel Engine

15653 lb (7100kg)Gross

660 lb/300kg

Range of Motion ZA45J

660 lb (300kg)

4.23 mph (6.8km/h)

45%(24°)

4in (0.1m)

6ft 9in (2.06m)

15ft 8in (4.78m)

355° non-continuous

±90°

0
28mph (12.5m/s)

ZOOMLION ACCESS reserves the right to make specification and/or equipment changes without prior notification.
Product specifications are updated to 13th April, 2022.
ZOOMLION ACCESS reserves the right to make speci�cation and/or equipment changes without prior noti�cation.

Add: ZOOMLION Wangcheng Industrial Park, Tengfei Road 997, Changsha, Hunan, China
Phone: 0086(731)-88353680 0086(731)-88250971
E-mail: awm@zoomlion.com
Web: www.en.zoomlion.com 

Web: www.accessplatforms.com
Email: info@accessplatforms.com, sales@accessplatforms.com 
Phone: +44 (0) 1291 421 155

AJ Access Platforms Ltd, Pill Way, Severn Bridge Industrial Estate, 
Caldicot Monmouthshire, NP26 5PU, UK  

Get Pricing

https://www.accessplatforms.com/contact-us/

